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CONTINUOUS BASE SUPPORT

ANGLE (BY OTHERS)

CONTINUOUS RUN OF

6X4 BUTYL SEALANT

KINGSPAN KS1000 RW WALL

PANEL HORIZONTALLY LAID

PAN FIX PANELS TO

STRUCTURE

6 MIN

CONTINUOUS RUN OF

SILICONE SEALANT

FOAM SEAL

KINGSPAN KS1000 RW WALL
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0.5MM COIL COATED

BASE DRIP FLASHING
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ANGLE (BY OTHERS)
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CONTINUOUS RUN OF
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CONTINUOUS BASE SUPPORT

ANGLE (BY OTHERS)

CONTINUOUS RUN OF

6X4 BUTYL SEALANT
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DPC LAYER BETWEEN FACE OF
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FLASHING
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0.5MM COIL COATED CORNER FLASHING

FILL GAPS WITH CANISTER FR FOAM FILLER

SILICONE SEALANT ACROSS JOINT

KINGSPAN KS1000 RW WALL PANEL

HORIZONTALLY LAID.  PAN FIX TO

STRUCTURE

FOAM RIDGE FILLER (3-RWFILL) SEALED

TOP & BOTTOM WITH NON SETTING

SEALANT
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FOAM RIDGE FILLER (3-RWFILL) SEALED TOP
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6X4 BUTYL SEALANT
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6X4 BUTYL SEALANT
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KS1000 RW PANEL

HORIZONTALLY LAID

PROFILED FILLER (3-RWFILL)

SEALED TOP & BOTTOM WITH

GUN GRADE SEALANT.

WINDOW UNIT

BY OTHERS

WINDOW JAMB

FRAME

PF BACKING ROD WITH

SILICONE SEALANT.
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FLASHING SEALED

WITH 6X4 BUTYL SEALANT

WINDOW SUPPORT FRAME

WINDOW UNIT BY OTHERS

0.5MM COIL COATED HEAD

FLASHING SEALED

WITH 6X4 BUTYL SEALANT

0.5MM COIL COATED

SOFFIT FLASHING
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SILICONE SEALANT.
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OF 6X4MM BUTYL SEALANT
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KS1000 RW PANEL

HORIZONTALLY LAID

PROFILED FILLER (3-RWFILL)
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PF BACKING ROD WITH
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KS1000 RW PANEL
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KS1000 RW PANEL

HORIZONTALLY LAID

SEAL WITH CONTINUOUS

RUNS OF 6X4MM BUTYL

SEALANT
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SILICONE SEALANT

LOUVRE UNIT

KS1000 RW PANEL

HORIZONTALLY LAID

PROFILED FILLER (3-RWFILL)

SEALED TOP & BOTTOM

WITH GUN GRADE SEALANT

LOUVRE SUPPORT FRAME

LOUVRE SUPPORT FRAME

0.5MM COIL COATED HEAD

FLASHING SEALED

WITH 6X4 BUTYL SEALANT

0.5MM COIL COATED

SOFFIT FLASHING
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HORIZONTALLY LAID

SEAL WITH CONTINUOUS

RUNS OF 6X4MM BUTYL

SEALANT

SILICONE SEALANT

TO PERIMETER

0.5MM COIL COATED SILL

FLASHING SEALED WITH

6X4 BUTYL SEALANT
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HORIZONTALLY LAID
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SITE APPLIED

NON-COMBUSTIBLE

INSULATION

PIPE/DUCTING

KS1000 RW

INSULATED WALL

PANEL

HOLE SITE CUT TO

ACCOMMODATE

PIPE/DUCTING ETC

INTERNAL COVER FLASHING

SEALED WITH 6X4MM

BUTYL SEALANT

ALTERNATIVE STANDARD

TEMPERATURE

PROPRIETARY INSITU

WEATHERING SYSTEM

BONDED TO PANELS

EXTERNAL SHEET,

COLOUR TO MATCH

EXTERNAL PANEL

SITE APPLIED

NON-COMBUSTIBLE

INSULATION

"DEKTITE" FLEXIBLE

PIPE FLASHING OR

SIMILAR TO SUIT

CONDITIONS (TO 115°

MAX)

PIPE/DUCTING

KS1000 RW

INSULATED

WALL PANEL

INTERNAL COVER

FLASHING SEALED

WITH 6X4MM BUTYL

SEALANT

HIGH TEMPERATURE
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SOAKER
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FLASHING SEALED

WITH 6X4MM BUTYL

SEALANT

"DEKTITE" FLEXIBLE

PIPE FLASHING

OR SIMILAR TO SUIT

CONDITIONS

PIPE/DUCTING

KS1000 RW

INSULATED WALL

PANEL

STANDARD TEMPERATURE

NOTE:  MAXIMUM CIRCULAR HOLE SIZE TO BE 300MM. PENETRATIONS

GREATER WILL REQUIRE ADDITIONAL SUPPORTING STEEL.

FLEXIBLE PIPE FLASHING PROVIDES A COMPLETELY WEATHERPROOF

SOLUTION FOR  PIPE OPENINGS THROUGH A WALL.  THEY CAN BE

MOULDED BY HAND TO SUIT THE SHEET PROFILE, BEDDED IN WEATHER

SEALANT & FIXED TO THE WALL SHEET.

NB:  IT IS ADVISABLE TO LOCATE PIPE/DUCTING WITHIN THE

MINI-CORRUGATIONS OF OUTER SHEET PROFILE, IF POSSIBLE.
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FILL GAPS WITH CANISTER FR FOAM FILLER

SITE APPLIED SILICONE EAVES SEAL

75MM EAVES OVERHANG

KINGSPAN KS1000 RW WALL

PANEL HORIZONTALLY LAID

PAN FIX TO STRUCTURE

CLOSED CELL FOAM EAVES FILLER BLOCK

GUTTER BRACKET

ATTACHED

TO FASCIA BOARD

PRESSED STEEL GUTTER

INTERNAL FLASHING SEAL WITH CONTINUOUS

RUNS OF 6X4MM BUTYL SEALANT
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KS1000 RW PARAPET PANEL

(HORIZONTALLY LAID)

7
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CUT END COVER FLASHING

SITE APPLIED SILICONE

EAVES SEAL

FIXING AT CROWN

AIR SEAL 6X4 BUTYL

SEALANT

KINGSPAN INSULATED

MEMBRANE GUTTER

0.5MM COIL COATED DRIP

FLASHING SEALED WITH

6X4 BUTYL SEALANT

0.9MM GALV CONTINUOUS

STEEL BRACKET FIXED TO

BACK OF GUTTER WITH 3

NO. 4MM RIVETS @200 CTRS

ALONG GUTTER

0.5MM COIL COATED

PARAPET FLASHING

PIR OR TIMBER INFILL BLOCK
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6 X 4MM BUTYL RUBBER

SEALANT (SITE APPLIED)

FIXING SCREW
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